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General information

Net Control? PRO(ProfessionalEdition) is a classroom management software for easy
controlling, monitoring and managing computers in local networks.

Thesoftware consistsof three main partsz TeachetComponent,StudentComponentand
Connection Server

You need to install the student component of the software on each student computer that will
be managed withNet Control? PROsoftware. TheTeacherComponentshould be installed on
each computer that willbe used tocontrol other computers. Both components may be
installed on the same computer.

Connection Servecomponent should be installed on a computer in your network that is
accessible by all teacher andwglent computers (located in the same network), will act a role

I £ A OOAOOAO6h Es8A8 Al ET OAOI AAEAOU AAOxAAI
(when the software is used on teacher and student computers). It is assumed that one network
contains one Connection ServeServer operating system is not required, Connection Server

component may be installed on any compatible desktop version of Windows.

Teacherand StudentComponens may be installed using one of the following methods:
manually on eaclstudent computer, usingthe standard(.exe) installation package;
deployed automatically throughMicrosoft Windows Active Directory/Group Policies
service and using special MSHistribution package The special MSI package
availableby request for registered users;
deployed through Microsoft Windows Active Directory or SCCM scripts, using the
standardinstallation package (.exe) in a neinteractive mode, preconfigured with
command line parameters;
the built4in Net Deploy toolallows centralized deployment of the software in a network
with a domain, if administrator tools are enabled and several otheonditions met as
described below, inChapter P of this manual

Hardware requirementsand software environment

Microsoft Windows 7, 8.x, 10, all 3and 64bit editions; or Microsoft Windows Server 2008R2,
2012, @16; or Mac OS X 10.5 and higher (the teacher module only).

Virtual Machines (Microsoft HyperV, Oracle VirtualBox, VMWare) with one of the specified
AAT OA T PAOAOET ¢ OUOOAI O AO A OCOAOOO6 OUOOAI 8
Terminal sessions (RDP, Multipoint Server, nComputing).

1 GHor faster 32bit (x86) or 64-bit (x64) processor; 1 GB RAM (B2&) or 2 GB RAM (6bit);
100 MB of free disk space.

100's wireless or Ethernet local network.

http://www.netcontrol2.com £2020, Net Control 2 Software . All rights reserved.
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A. Recommended installation strategies

The provided below sequence of installation is onlyracommendation, you can change it,
according to the requirements of your network and environment, where the software will be
used. You can install the software in any combination of components on one computer, for
example, Connection Server, Teacher anduient components may be installed on the same
computer.

1. ) T OOCAIT 1T #1171 AAQGETT 3AOOGAO AiiIPITAT OO 11 A
means a computer in the local network that uses Windows operating systeneng&r
operating systemis not required, desktg editions like Windows 7 or 10 also may be
used. The server computer should be accessible by all student and teacher computers in
the network; we recommend to assign a static IP address to the computer, where
Connection Server components are installed, ¢kigh it is not required. If you use
dynamic IP addressing (DHCP) for the server, you need to address it in¢laehier and
OOOAAT O 1 1TAOI A AU conpufer nande@iNG @an®). 1 AOx T OE

Connection Server is used in Net Control 2 Professional editioiydor establishing
communication between teachers and students, it does not process network traffic
between these parties and therefore does not require a wide network bandwidth or
high productivity CPU. As the hardware configuration for Connection Serve
components, we recommend to use theD OA AT 1 | Ay MidkoSdit hardware
configuration for the operating system installed on the server computer.

2. After the software is installed on Connection Server computer we recommend to install
studentcomponents of the software on student computers.

3. After the student module is installed, we recommend to createne or more teacher
accountsin Connection Servesettings, as described irChapterCof this manual.
Teacheraccount credentials may be necessary in the process of installation, and are
requiredto run the teacher module.

4. Finally, nstall the teacher module on teacher computers.

B. Installation with standard installation package

To understand the basic principles of Net ControlPROconfiguration, we recommend to read
this chapter even if you are planning some other ways of installation.

The installation package is intended for installation of teachestudent and Connection Serer
components in any combination. The kind of installation is configured in the process of setup.

1. Rurthe Net Control 2 Installation Package (most often n#&00pr.exe).

http://www.netcontrol2.com £2020, Net Control 2 Software . All rights reserved.
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Select Setup Language X
_Ald|  Select the language to use during the installation.
T

B

English o

Select the language of installation.

Please noteThe selected language will be set up as the default language of the software, if
supported by the software. Currently, the standard installation package includes language
interface for English, Arabic, French, Italian, Portuguese, Russian and Spanistutages. Other
languages may be available in packages from local distributors.

ﬁ Setup - Net Control 2 PRO

Welcome to the Net Control 2 PRO
Setup Wizard

This will install Net Control 2 PRO 20.04 on your computer.

This package includes both teacher and student components, on next
page you can select the type of installation.

First, we recommend to install the software on teacher computers,
then, on student computers.

Installation and configuration guides are available in Downloads section
on our website http://www.netcontrol2.com

Click Next to continue, or Cancel to exit Setup.

Cancel

2. Readcarefully and acceptif you agreethe EndUser License Agreement

3. Select Components

Onthe Setup Typepageselect the necessary components for installation

http://www.netcontrol2.com E2020, Net Control 2 Software . All rights reserved.
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i3 Setup - Net Control 2 PRO -

Setup type
Select the Setup Type toinstall,

Click the type of Setup you prefer, then didk Mext

Teacher components

Student components (should be installed on all computers that you wish to
control)

Connection Server (the main computer, which will manage other
connections)

- selectTeacherComponentsif you are installing the software orateacher computer,

- selectStudent Componentsif you are installing the software ora student computer, or
if this computer should becontrolled remotely from another teacher module

- SelectConnection Server componentsf you are installing the software on Connection
Server computer.

TERMINAL SERVER ONIfyou are installing the software on a terminal server, one

installation is necasary for all sessions of the server. Installing teacher components on a
terminal server, you are making them available for all users in all terminal sessions. If you need
to limit access to the teacher module from student sessions, we recommend to setaip

teacher password for the teacher console after installation, alternatively you can change
Windows access privileges for the teacher module filee&cher.exefile in C\Program Files
[(x86)]\Net Control ZPROfolder, may be changed in the process of installation®nly one

teacher module may work within one terminal server.

4. Selecta path to the installationfolder.
5. Network computer name (Connection Server installation only.

If you are installing the sofivare on Connection Servecomputer, the setup program will
display a network computer name for this computer:

http://www.netcontrol2.com £2020, Net Control 2 Software . All rights reserved.
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ﬁ Setup - Met Control 2 Classroom -

Information
Information about this computer

Instaling the software on student computers you wil need to
specify a network name of this computer. This computer has
the folowing network name:

server]

Maote: Android and i05 devices may not recognize local computer names correctly. Far
mobile devices please use IF address of this computer instead, The list of local IP
addresses you may find in the teacher module, after installation, on About tab.

This information is provided for youreference only, but you may need it when you will
install the studentor teachercomponents o the software.

6. Teacher module configuration (for teacher components only).

/T O#11 ZECOOAOQEIT / POETT 06 DPACA Ustceitd AT OAO
configuration:

http://www.netcontrol2.com £2020, Net Control 2 Software . All rights reserved.
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i Setup - Net Control 2 PRO -

Configuration options
How the software wil store its configuration and profiles.

Please specify how the software will store the configuration and profiles:

(®)i0n this computer, Individual configuration for each user!

() On this computer. Common configuration for all users

() On this computer. Common configuration in the following folder:

O 0On Connection Server,

Individual configuration for each user of this computerz the configuration will be stored on

the computer where the software is installed, will be individual for each user of this computer

and stored in a personal folder oftte user, for example:

O #Upers[Your_Login_NameépppDatdRoaming. A O # 1 TfadWihdows T &nd higher

i OBaguments and Settingd OGINNAMBpplication Data. AO #1 1 OOI 1 Toé Al O 7

Common configuration for all userg the configuration will be stored on the computer where
the software is installed, and will be common forllusers of this computer.

Common configuration in the following folder z the configuration will be common for all users
of this computer and stored in a specified folder. This option is useful if you need to keep the
same configuration for teacher module on several computers in a shared network folder.

On Connection Server the configuration will be stored on Connection Server, and will be the
same for all computers where this teacher account is used.

The configuration includes the workspace, conneoins layout, profiles and settings, and does

not include Net Control Zelated documents, quizzes, avatars, journals. Documents by default
are always stored in Documents folder of the current computer.

7. Connection Server address.

This step is availablenly if teacheror student componentswere selected for installation The
setup program will prompt for Connection Server address and credentials.

http://www.netcontrol2.com £2020, Net Control 2 Software . All rights reserved.
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Connection Server computer may be addressed either by IP address or by network caeapu
name (DNS name). If your Connection Server computer uses static IP addressing, we
recommend to use IP address of the server. If your network uses dynamic IP addressing, but it
is possible to enable static IP addressing for Connection Server computelypwe recommend

to enable it and use an IP address instead of DNS name.

For Teacher Components

iS5 Setup - Net Control 2 PRO -

Connection Server Options (Teacher)
Spedfy connection options of Met Control 2 Connection Server in your network

Connection Server IP:

Enter IP address or DMS name of Met Control 2 Connection Server in your
network.

dec.server.local

Teacher ID:

Teacher ID and Password are required for getting access to Met Contral 2
Connection Server, You need to create the respective account in Connection
Server Management Console, Leave this field blank to use Active Directory
authentication.

Teacher password:

Connection Server IPspecify here an IP address or DNS name of a computer, wHeeever
ComponeniNet Control 2 Connection Server) is installed.

Teacher IDand Teacher passworda login name and password ad teacher accounbn
Connection Server.

Net Control 2 PRO supports custom teacher accounts and authentication by Windows
accounts. Custonteacher accountsshould be set upn Connection Server Management
Console as described i@hapterC, before installation of the teacher components. You can
leave this field blank and specify the teacher account credeads later, in the teacher module
directly (in the teacher console use the main menu commant; Optionsz Options
Connectiongage).

Alternatively, instead of using custonteacher accountsyou can use Windows authentication,
when teachers are authenticated in Net Control 2 Connection Server by their Windows login
names, in this case you need feave Teacher Iand Teacher Passworéields blank. For more
information about teacher accounts @ase refer toChapterC

http://www.netcontrol2.com £2020, Net Control 2 Software . All rights reserved.
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For Student Components

i3 Setup - Net Control 2 PRO -

Connection Server Options (Student)
Spedfy connection options of Net Control 2 Connection Server in your netwaork

Connection Server IP:

Enter IP address or DMS name of Met Control 2 Connection Server in your
network.

dc.server . local |

Student ID (optional):

Student ID is a custom identifier for this computer in Met Control 2 Connection
Server workspace.,

Connection Server IPspecifyin this fieldan IP address or DNS name of the computer, where
Connection Server is installed

Student ID (optional):a custom identifier for this student computer or a group of student
computers. We recommend to use the same Student ID for a group of student computers (a

classroom, for example) for further building groups on Connection Server reéeicing
computers of the group by Student ID.

8. Additional options.

http://www.netcontrol2.com £2020, Net Control 2 Software . All rights reserved.
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ﬁ! Setup - Met Control 2 Classroom —

Additional options
Flease select additional options

[]No sound signal on connection;

[ ] Always show Net Control 2 toolbar on the screen

0l

No signal on connectiorg when it is not enabled, the student module will alert with
a sound signal and text notification when a teacher computer is connecting to it.
Enable thisoption to suppress the sound signals and leave text notifications only.

Always show Net Control 2 toolbar on the screeg when enabled, the student

module will display Net Control 2 Student Module toolbar on a screen of the student
computer. The toolbaris always presenton the screen as a popup window in the

Oil b AOAA 1T &£ OEA OAOAAT 8 4EA OTT1AAO DPOT OF
O, AGOT T 2A01 OOAAOG /EAA (aO#sA quick adeesS o Atuddrd O A Al
Console itself.

9. Broadcast Desktop opions. (The teacher module installation only).

Broadcast Desktop tool by default uses special multicast protocols for sending data over
network to multiple recipients, this allows keeping aninimum bandwidth use, but makes
possible an interference betweerseveral teachers, broadcasting on the same network port
over the same network.

To exclude the possible interference, you need to set up a unique broadcast desktop channel
for each teacher module. If you have only one classroom in the network, the defatdtue may
be used.

http://www.netcontrol2.com £2020, Net Control 2 Software . All rights reserved.
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@ Setup - Met Control 2 Classroom —

Broadcast Desktop options
Please spedfy Broadcast Desktop tool options,

Broadcast Desktop Channel (0-500):

Please spedfy Broadcast Desktop channel, as a number in a range 0-500. This
number should be the same for all computers of a group, and different from
channels of other groups.

@ |

The broadcast desktop channel is a number from 0 to 500 that will be internally mapped then
to a unique network port to guarantee that only one teacher uses this network port number at
atime.

You need to set up Broadcast Desktoph@nnel for teacher module installation only.

After installation, you can change the channand other broadcastsettings in the Teacher

Console, clicking the main menu command-> Options-> Control Options on
Control/Broadcast page.

10. Additional tasks and options.

The set of options may vary depending on teacher or student module installation.

http://www.netcontrol2.com £2020, Net Control 2 Software . All rights reserved.
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5 Setup - Net Control 2 PRO —

Select Additional Tasks
Which additional tasks should be performed?

Select the additional tasks you would like Setup to perform while installing Met Control
2 PRO, then dick Mext.

Additional icons:

LCreate a desktop iconi

Enable RDF connections suppart
Enable Metwork Discovery Firewall Rule, when necessary

IUpdate software automatically

Enable RDP connections suppog enabled by default, recommended. When enabled, the

student module will supportboth console (real) and terminal (remote) login sessions. Each

user login session will be displayed in the teacher console as a separate connection

i OAT 1 bOOAO6GQ8 4EEO 1 POEIT EO OANOEOAA &I O OOA
Disable this @tion if RDP sessions should be invisible in the teacher console.

Enable Network Discovery Firewall Rulg enables the Network Discovery rule of Windows

Firewall in Windows 7 and higher. This rule is required for connectivity between computers in a
locall AOxT OE AT A EO AT AAT AA AU AAZEAOI O A1 O OPOEO
Firewall.

Update software automaticallyz enables automatic update of the software over the Internet.
When enabled, Teacher Component will check the update server every 14 days for available
updates, download, and install them automatically when necessary. This feature is available in
the software for registered users only.

13. Restart the computer after installation.

C. Registration and activation

Before using the software, you need to activate it. To register and activate the software, on the
computer, where Connection Server component iastalled, open Connection Server
Management Console (using the icon on Desktop); or in Windows Start menu open License
Manager program: Stariz All programsz Net Control 2 PRG License Manager.

http://www.netcontrol2.com £2020, Net Control 2 Software . All rights reserved.
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% License Manager — | X

This Wizard helps you to register and activate your copy of Net Control 2 software.
Please folfow the instructions provided below.

Registration key:

Activation:
@® Automatic, online (Internet is required).

O Manually on any other computer

CANCEL NEXT >

52906e60

In the opened program enter your registration key, exactly as specified in your license.

The registration name is not required at this step. If the computer is connected to

|l nternet, use OAutomatic, online (lInternet
Activation will be complete automatically.

If the computer where the teacher module is installed does not have an Internet

connection, you can activate the software through any other computer, tablet or
smartphone connected to Internet. I n this
onanyother computerdé activation option, <click

http://www.netcontrol2.com E2020, Net Control 2 Software . All rights reserved.
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% License Manager - O X

1. Please use this link in a browser on this or any other computer:

http://reg1.netcontrol2.com/manu? A

2. Then paste the received code here:

Back ACTIVATE!

52906e60 If you cannot activate due to server issues..

At next step, copy the link provided in the upper field to the device that is connected to
Internet, open the link in any browser and get an activation block. Copy the received
activation block back to the Li cense Manager window and paste it into the field below.
Click Activate button, the software should be activated immediately.

In rare cases, when the activation server is unavailable, does not work for some
technical reasons, it is possible to perform a p re-activation of the software without
access to Internet. This procedure allows using the software some time without
activation, but the activation is still necessary and we recommend to complete it as

soon as possible after pre-activation. To pre -activate the software, on the step 1, select

Manually on any other computer method, then o
activate due to server issuesoO6 |link at the bo
I n the appeared window, youdll needlyaso provi d

specified in the license, and a recovery code that is also provided in the license at the
bottom of the document.

After the activation is complete, close License Manager program ; restart the computer
and open Connection Server Management Console toconfigure the software.

D. Connection Server Management Console

Connection model

Net Control 2 Professional Editioruses the clientserver connection model, which requires
creation of aspecial connection server in the networkO# 1 T 1 BAOEI AN Gerver acts as
an intermediary between student and teacher computers, and helps the software to operate
more effectively in large networkswhich consist of several VLANS.

Each student computer may belong to one or several groups (e.g. slas or classrooms); to

http://www.netcontrol2.com £2020, Net Control 2 Software . All rights reserved.
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create groups, assign student computers to groups, as also to manage teacher accounts,
Connection Server includes special Connection Server Management Console program.

If a student computer was assigned to neither group, it becomesember of the group
O$AEAOI Oo6 8

Eachstudent computer may be connected to several teachers at a time.

Before installing andsetting up teacher and student computers we recommend to install
Connection Servecomponents ona servercomputeror a computerttAO xEIT 1 AAO AO
in the network. Connection Server component does not require a server operating system, may

be installed on desktop versions of Windows (please seardware Requirementschapter).

Teader accounts.

For security reasongall teachers connecting Connection Server computer must be
authenticated. Therefore, before using the teacher module you need to create one or several
teacher accounts that will have access to the server.

OnConnection Servaromputer, open Connection Sever Management Consolelick Windows
Start menu commandStart -> All Programs-> Net Control 2PRO-> Connection Server
Management Console

@ Connection Server Management Console

Groups  Teachers  View Profiles  Opticns  Update  About

Teachers: [
T+ % 8 T 8
;:i ADMIN = &, TEACHERS
z. TEACHERO1 =
f,. TEACHERO2 =
z‘ TEACHER03 =

o

&)
Members of the group:TEACHEF

>

L. TEACHERD1

OnTeacherstab of Connection Server Management Console window, at left pane
i O4 AAAE A Addbufdn to Arkake A Bew teacher account.

http://www.netcontrol2.com E2020, Net Control 2 Software . All rights reserved.
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[N]

ID (must be unique)

Password:

Active Directory... OK Cancel

At this step, you can createa custom teacher accounproviding some teacher ID and password;
or choosea Windowsuseraacountfrom Active Directory database.

For Windowsbased authentication you can use user accounts and user groups

We strongly recommend using Windows logins for authentication on Connection Server only in
networks with a domain, if Active Directory serges are enabled on all teacher and connection
server computers.

For networks without a domain we recommend to create a custom account for each teacher
that will be connected to NC2 Connection Server.

Adding a Windows user group to teacher accounts, youeaallowing all members of thisgroup
access Connection Server as teachers. Only explicit members of the group are allowed: for
example, a user, a member of Active Directory user group A, which (the group) is a member of
a group B, will not be allowed to access Connection Server, if ogigup B is added to the list

of teachers.

Teacher groups

Optionally, on the same Teacher tabs, dd4 A A A E A O paneybu@#h @anage teacher
groups.

Teacher groups join several teacher accounts, providing a common alias for all these accounts.
Teachergroups may be used oiGroupgab for setting up teacher access privileges to individual
Net Control 2 groups; teacher groups do not have passwords and therefore cannot be used for
authentication of the teacher console.
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1ection Server Management Conscle — a X
Teachers  View Profiles  Options  Update  About
Teachers: [ ]
MIN ‘ = £, TEACHERS

ACHERO1 ‘ =
ACHERD2 ‘ =
ACHERD3 ‘ - |

o

o]
Members of the group: TEACHERS

> &8

L. TEACHERO

L. TEACHERO2

L. TEACHERD3

To create a teacher group clickdd button in Teacher Groups section. To move teacher
accounts to this group, select the group in Teacher Groups list; then select teacher accounts at
left pane and clickAdd buttonin O- AT AAOO deciion@f@ighOpart.

Groups

On Groups tab ofConnection Server Management Consqlgou can manage groupsA group
contains a list of student computers or users. Groups may be placedtmtainers making
possible to organize a nested structure of groups.

A specialO S $ A A&®up ditludles all stuénts connected to this connection server.

ﬂ Connection Server Management Console

Groups  Teachers  View Profiles  Options  Update  About

i@ ow o ® oy B S

ML, <DEFAULT> £ ADMINS £ GrouP A
El| TEACHERS lL AD lL CLASSO1
AL, CLASSO02 AL, DOMAIN CONTROLLERS

The top toolbar provides access to the following functions:
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Add group z adds a new group in the current container and opens Group Editor.

Add containerz creates a new container. Containers are equivalent of delrs in Windows file
system, e.g. you can open containers and add new groups there.

Edit z modifies currently opened group.
Renamegz renames the selected group or container.

Access permissiong changes access permissions farselected group. By defaultall teachers
haveread access privileges to new groupsan open them in the teacher console

Delete 7 deletes a group or container.

Copyz copies selected groups to the Clipboard;
Cutz cuts selected groups to the Clipboard;
Pastez inserts selected groups from the Clipboard.

Import from Active Directory button provides a simple way of importing computers from
Active Directory @ganizationalUnit database.

Group Editor

After clicking Add group button on top toolbar on Groupstab of Connection Server
Management Console, and specifying a name for the new group, you are switchin@toup
Editor window, where you canadd membersof the group.

http://www.netcontrol2.com £2020, Net Control 2 Software . All rights reserved.



http://www.netcontrol2.com/

Net Control Pro. Installation andConfiguration Guide. 22

IE‘ Group Editor - c\Program Files (x38)\Met Control 2-ko'\Store\D3052DEA.grp — O x

d L 2P| % 8

h cli Registered users =~ Metwork  Text files
h c1z £=) student IDs. ”
h €13 h Computers

:. Users

L.F_| Unsorted Student IDs

h Unscrted Computers
:. Unscrted Users

@ Student IDs External File

h’ Computers External File v

<< IMPORT

Use buttons of top toolbar or move items from Import section to
form content of the group. Members of the group may be
represented By Computer (DNS) name, IF address, Login name or
Net Comirol 2 Student 1D,

A group may consist of

computers addressed bya DNS name, IP address or a custom Student ID parameter
or

users referenced by their login name.

To add an item to the group clicka respective buttonon the top toolbar:

Computer namez adds a new connection to the group referenced byhe computer (host)
name.

User namez adds a new connection to the group referenced by the user login name, i.e. once a
user is logged in on any student computer under the specified login name, this computer
becomes a member of the group (while the user isgged in).

IP addressz adds a new connection referenced by IP address.

StudentlD z adds a new connection referenced b$tudentiDparameter. StudentID is an
optional identifier, which may be assigned to student computetin the process of installation,
or in the student module settingsOne, the same Student ID may be used for several student
computers, in this case, lacomputers that havethe sameStudent ID will be placed to the

group.
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Renamez renames the object selected.
Delete z deletes the object selected from the group.

To simplify the process of group creation you can also use import tools placed in Import section
(right pane):

Registered userdab contains list of objects (StudentIDSComputers and Users), which were
connected to the Connection Server earlier. To add objects to the group, select them and drag
drop to the left pane.

Student IDs External File, Computers External File, Users External File and IPs External File
items may beused to link the group with some text file. In this case the group members of the
specified type will be loaded from the text file right after connection server start up. For
example, using this feature you can form dynamic groups using external scriptbere the

script creates groups based on some necessary algorithm.

Network tab z provides access to the Network Neighborhood. To import computers from this
list to the group dragdrop them to the left pane.

Text filestab z here you can open any text file and import elements of the file to group.

Close Group Editor to save chges.

Options tab

- )
Connection Server Management Conscle password:
| Change
Hide characters
Connection Server service: Connection Server is: STOPPED

Start Stop Restart

[] Active Directory authentication: do not check domain

. J

Management Console Passworéfleld enables password protection for opening Connection
Server Management Console on this computer.

Here you can also manage Connection Server service and obtain current status of the service:
click Start button to start the service,Stop button to stop the service andRestartbutton to
restart the server.

Active Directory authentication: do not check donain option enablesauthentication of
teachers by login name part only, omitting the domain name part, where this login account is

http://www.netcontrol2.com £2020, Net Control 2 Software . All rights reserved.



http://www.netcontrol2.com/

Net Control Pro. Installation andConfiguration Guide. 24

created. For security reasons, we strongly recommend to use this feature for special cases only,
when teachers may belong taifferent domains or domains and workgroups at the same time.
The recommended value for this option iglisabled

E The teacher console first start

To run the teacher module use Net ControlPRCOicon on Desktop or in Start meng All
Programsz Net Control 2PROfolder.

1. Teacher login credentials.

If Connection Server address and login credentials were set up in the process of installation
correctly, the teacher console appears; otherwise, éfedentials were not provided or are
incorrect, the following prompt may appear:

i ‘\lr Connection Server address:
[/-' = \\ server
A\ \
'\_'s._,z/ 4 Connection Server Login:

[ Save connection parameters

( Use Windows login ) (v oK )(x Cance)

>

In this case, irConnection Server addres§ield you need to enter an IP address or DNS name of
Connection Servecomputer (where Connection Server components were installed).

In Connection Server loginand Connection Server passwordields you need to specify
credentials of the teacher accountcreated in Connection Server Management Console (please
seeChapter (; or leave these two fields blank if you are usinyindows authentication
(authentication based on the user logon information in Windows operat system).

EnableO3 AOA AT 11 AA OBptibn tsAv® thd ehtérdd @rédentials for further
automatic authentication.

If you still cannot log in to Connection Servewith the entered information, and the prompt
does not disappear, please check that:

1 In Connection Server Management Console, on About tab, please verify that your
license information is correct, valid and not expired. If you just have registered
Connection Server, please reboot the server computer in order to apply changes.

1 Verify thatConnection Server address or computer name is specified correctly, try to
use an IP address instead of a DNS name of the server, to exclude possible DNS

http://www.netcontrol2.com E2020, Net Control 2 Software . All rights reserved.



http://www.netcontrol2.com/

Net Control

Pro. Installation andConfiguration Guide.

25

resolution issue;

1 Veify the teacher account credentials, if you use Windows authentication model, please
try to create a custom teacher account in Connection Server Management Console on
Teachers tab and try to use it fathe authentication;

1 Verify that Net Control 2 Conneatn Server is running on Connection Server computer,

and port

21037s notblocked by a network firewall.

The teacher login credentials may be changed at any moment in the teacher console,

by clicking the main menu commanhl -> Options-> Options

On Conrections page you need to set up:

Connection Server IP address/DNS naméP address or host name of Connection Server
computer, where the server components are installed.

Connection Server Logirg the Teacher account ID, as provided in Connection Server
Management Console (described above in p. 2 of this chapter).

Connection Server Passworg the Teacher account password.

ClickChangebutton.

. Advanced Options

Interface r-( Connection Server:
Connections IP address/DNS name: Port:
& Commands 1192.168.1.22 | [21037 |
5 Control/Broadcast Connection Server Login: Connection Server Password:
2 Hot keys |teacher01 | |
[ Right Panel
\/ Update ( Change ) ( Use Windows Login for authentication )

[[] Ask for Teacher Name and Password at startup

L

F The teacher console

At the teacher module start up, it may display a prompt to enter the lessdetails:
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h Lesson: Teacher Mame:
Objectives: Teacher ID:

Class:

Ask at startup [4 oK ) (x Cancel )

|:| Sawve Journal on exit

These details are optionabre necessary for keeping the lesson information in the Journal, and
will be displayed on student computers in the student console.

91 &6 AAT O1 AEAAE O! OE AO OrbdtRnnaody atineéxi®tart The O
entered Teacher name, ID and &s will be stored and used for next lessons.

At next step youshouldsee alist of groups, available for your account

Currently selected group is highlighted with blue monitors icon.
Double click a group or container to enter it.

<DEFAULTgroup in the main container is a special group, which contains all student
connections, which were not sorted to any other groups.

<SELF REGgroup is a special group, which contains only connections initiated and created by
students (selfregisteredconnections). For more information about this mode please refer to
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